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Electronic Control Unit does not detect the throttle body

1. SELF LEARNING:

If the throttle body is installed in the vehicle, do not start the engine immediately!  
The first operation should be:
 1.  Turn on the key, wait 1 minute! The throttle body gets electricity and has the chance 

of self-learning by the electronic control unit (ECU).
 2. Turn off the key, power off!
 3.   Turn on the key again and finally start the engine.

If the ECU still does not accept the throttle body:
 1.   Shut down the power of the ECU and wait 1 minute. Turn on the power again!
 2.   Repeat these operations of self-learning which are mentioned above. (1, 2 & 3).

2. CHECK THE FEMALE PLUG

If the throttle body does not work after you started the engine,  
please check the female plug carefully. Try to connect the female plug with the part again 
and make sure that both sides match well!

3. CHECK THE GASKET

If the gasket of the throttle body doesn‘t match well with the surface of the item,  
it will cause leakage. Feedback signal will be ERROR.
If the throttle body still not work after these operations, please contact your supplier.
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IMPORTANT!
Return consignments will not be accepted where adaption of the throttle body  
cannot be proven!

1. SELF LEARNING:

If the throttle body is installed in the vehicle, do not start the engine immediately!  
The first operation should be:
 1.  Turn on the key, wait 1 minute! The throttle body gets electricity and has the chance 

of self-learning by the electronic control unit (ECU).
 2. Turn off the key, power off!
 3.   Turn on the key again and finally start the engine.

If the ECU still does not accept the throttle body:
 1.   Shut down the power of the ECU and wait 1 minute. Turn on the power again!
 2.   Repeat these operations of self-learning which are mentioned above. (1, 2 & 3).

2. CHECK THE FEMALE PLUG

If the throttle body does not work after you started the engine,  
please check the female plug carefully. Try to connect the female plug with the part again 
and make sure that both sides match well!

3. CHECK THE GASKET

If the gasket of the throttle body doesn‘t match well with the surface of the item,  
it will cause leakage. Feedback signal will be ERROR.
If the throttle body still not work after these operations, please contact your supplier.

The female plug must snap firmly at the 

throttle body.


