
www.febi.com

Ferdinand Bilstein GmbH + Co. KG
Wilhelmstr. 47 | 58256 Ennepetal | Germany
Tel.  +49 2333 911-0
Fax  +49 2333 911-444
E-mail info@febi.com

febiinfo
V-

N
r.:

 3
00

22
9 

 T
ec

hn
is

ch
e 

Ä
nd

er
un

ge
n 

vo
rb

eh
al

te
n 

/ 
Te

ch
ni

ca
l s

ub
je

ct
 to

 m
od

ifi
ka

tio
n

Attention! Please fit only ONE seal ring – never use 
both seal rings at the same time!!
The thin sealing ring (1.56mm thickness) is used for the regular fitting of the 
injector, the thicker sealing ring (1.76 mm thickness) is ONLY used when the 
injection holder has been re-bored due to injector movement elongating the 
hole!

Achtung! Verbauen Sie nur EINEN Dichtring, niemals 
beide Dichtringe gleichzeitig verwenden!!
Der dünne Dichtring (Stärke 1,56 mm) wird zum regulären Einbau der 
Einspritzdüse verwendet, der stärkere Dichtring (Stärke 1,76 mm) 
wird NUR bei bearbeitetem Einspritzdüsensitz verbaut! 
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